
Extrusion and Slitting 

more

New Process Fibre, an ISO 9001:2008 registered manufacturer, possesses in-house capabilities to extrude
High Density and Low Density Polyethylene, Polypropylene Co-polymer or Homo-polymer, Acetal Co-
polymer or Homo-polymer and Nylon 6, Nylon 6/6, or Nylon MDS into sheets, strips, rolls, and coils.

Available thicknesses range from 0.005" to 0.250" in standard and custom colors
Available widths up to 38" untrimmed or slit to width as low as 0.500"
O�er standard 3" and 8" paper cores and 10" & 16
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High Density Polyethylene (HDPE) = 0.010” to 0.250”
Low Density Polyethylene (LDPE) = 0.015” to 0.250”
Polypropylene & Flame Retardant Polypropylene - Formex® = 0.005” to 0.187”
Nylon 6 & Nylon 6 MDS �lled = 0.040” to 0.125”
Nylon 6/6 & Nylon 6/6 MDS �lled = 0.010” to 0.062”
Acetal Copolymer = 0.010” to 0.093”

New Process Fibre Company, Inc. 
12655 North First Street  
P.O. Box 2009 
Greenwood, DE 19950 
Toll Free: 800-497-4520 • Fax: 302-349-5730  
Email: sales@newprocess.com • Website: www.newprocess.com 
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Material Thickness 0.005” to 0.046” with +/- 0.002” tolerance
Material Thickness 0.047” to 0.093” with +/- 0.003” tolerance
Material Thickness 0.094” to 0.125” with +/- 0.005” tolerance
Material Thickness 0.126” to 0.250” with +/- 0.007” tolerance (0.250" for HDPE only)

High Density Polyethylene
Low Density Polyethylene
Extruded Polypropylene
Flame Retardant Polypropylene
Nylon 6, 6/6, MDS
Acetal Copolymer

Core diameter - 8” standard
Other sizes are 3” & 6” with paper coils and 10” & 16” without paper core
Slit width - Coil stock minimum is 0.500” +/- 0.015” for thicknesses up to 0.031”
For thicknesses over 0.031” the minimum slit width is 0.875” +/- 0.015”
Sheets - Available 0.030” up to 0.187” thick
Sheet lengths up to 10 ft. Max.
Sheet length tolerance: +/- 1”
Sheet width tolerances will be as per the chart
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